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SPRING LOADED, SELF SEALING LAMP HOLDER FUSE AND FUSE HOLDER (1.0 A FOR INTEGRAL BALLAST)

NEOPRENE GASKET (CONTINUOUS)

LAMP,
F36T12 CW/HO
EXTRUDED ALUMINUM HINGE (FULL LENGTH) 7

LENS, " CLEAR ACRYLIC
10%" / EXTRUDED ALUMINUM FRAMING RAIL
TWO PIECE EXTRUDED ALUMINUM HINGE |
(CONTINUOUS) BOLTED TO FIXTURE BODY, I 10" ] r (CONTINUOUS
(REFER TO HINGE SECTION]

EXTRUDED VINYL GASKET (CONTINUOUS)
(SEALED AT CORNER JOINTS)
BALLAST, SINGLE LAMP 800 mA
(120 V, 208 V, 240 V OR 277 V)
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TOP VIEW
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REFLECTOR MOUNT
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DRAT 5 L o ° B

. GE SECYON

SIGN LOAD (WATTS) AND FUSING
. ss EL NUT
1 LAMP AND BALLAST - 75 W 1A
2 LAMPS AND BALLAST - 150 W 2.5 A
/K" STAINLESS STEEL WASHER 3 LAMPS AND BALLAST - 225 W 3A

CADMIUM PLATED STEEL CLAMPING NUT
WITH 4" & x 14" STAINLESS STEEL
MACHINE BOLT. NUTS SHALL BE GROOVED
AND SHAPED FOR USE IN 1%" WIDE
CONTINUOUS SLOT CHANNEL

FIXTURE MOUNTING
ON CONTINUOUS SLOT CHANNEL
DETAIL M

CAPTIVE HINGE RETAINER
(PREVENTS LONGITUDINAL SHIFT)

MOUNTING HOLE
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FURNISH
MOUNTING
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. Ballast shall be one, two or three lamp types as required,
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and terminal boards shall be marked with legible
Sls. Conductors shall be tagged and their identification
drked on the corresponding terminal on the terminal

board as shown on the typical fixture wiring diagram.

An alternative cover design shall be submitted for approval.

rated at 800 mA.

Each ballast shall be fused with 14" x /4" slow-blow
g\oss tube fuse.

Fuseholder shall be a panel mounted type.

e fixture shall have an integral ballast.
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